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All downspouts need rigid pipe to take 
 water to the street and a terminator is necessary.

1.  ALL EXTERIOR LANDINGS NOT TO EXCEED 
CONCRETE NOTES                 
2% SLOPE IN ALL DIRECTIONS
2. DRIVEWAY NOT TO BE MORE THEN 32'

PARCEL AV-1314 - A&B
APPLE VALLEY, UT

BUILDING SHALL COMPLY WITH CURRENT I.R.C. BUILDING CODES
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3. BATHROOMS AND UTILITY ROOMS SHALL BE VENTED

   RANGE HOODS SHALL ALSO BE VENTED TO OUTSIDE.
  TO THE OUTSIDE WITH A MINIMUM OF A 90 CFM FAN.

    AND 24" CLEAR IN FRONT, W.H. IS EARTHQUAKE STRAPED 
   TO WALL. LOCATED IN GARAGE MNT. ON 18" STAND

9.  PROVIDE H.B. WITH BACKFLOW PREVENTOR VALVE
8.  PROVIDE THERMAL EXPANSION TANK FOR WATER HEATER
7. HEADERS SPANING MORE THEN 5' ARE 2-9 1/2" LVL

10.  PROVIDE INSIDE MAIN WATER CUT-OFF.

6. HEADERS SPANING 5' & UNDER ARE 2-2X10 
5.VENT DRYER TO OUTSIDE WITH 4" METAL DUCTING

4. PROVIDE 30" MIN. WIDTH FOR WATER CLOSSET 

2. ALL 5/8 GARAGE PENETRATION'S NEED FIRE TAPING 
    AND ON GARAGE COMMON WALLS

    SOLID CORE WOOD OR "B" LABELED DOOR NOT LESS
3. GARAGE DOOR BETWEEN GARAGE AND HOUSE SHALL BE

1.  PROVIDE 5/8 TYPEGYP.BRD. ON GARAGE CEILING

    OR FIRE RESISTANT CAULKING

FIRE PROTECTION

    THAN 1 3/4" W/SELF CLOSER

1.  PLUMBING WALL 2X6 @ 16" O.C.
2. ATTIC ACCESS 22"X30" 

FRAMING NOTES

WINDOW NOTES

ELEVATION NOTES

2. WINDOWS TO HAVE 20" MIN. CLEAR WIDTH AND 24" MIN. CLEAR HEIGHT

4. WINDOWS WITHIN 18" OFF THE FLOOR TO BE TEMPERED GLASS
3. BEDROOM WINDOWS TO BE A MIN. OF 5.7 SQ. FT.

1.  BEDROOM WINDOWS FINISHED SILL HEIGHT MAX. 44" FROM FLOOR
CONSTRUCTION NOTES
1.  VENT PIPES, FIREPLACE VENTS, SATELLITE DISHES 
    THROUGH OR ON THE ROOF MUST BE PAINTED 
    THE SAME AS THE STUCCO COLOR
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SECTION NOTES:

6. HANDRAILS SHALL BE MOUNTED 32"-34" ABOVE NOSING OF STAIRS.

5. PROVIDE 2X4 STRUTS AT 48" O.C. FROM PURLINS TO BEARING WALLS

4. PROVIDE CONTINUOUS 2X6 PURLINS AT MID-SPAN OF RAFTERS, SPACE

2. RIDGES, VALLEY AND HIP MEMBERS SHALL BE FULL VERTICAL DEPTH
1. PROVIDE INSULATION BAFFLES AT EAVE VENTS BETWEEN RAFTERS /

GUARDRAILS SHALL BE MOUNTED AT 36".

AT 45 MINIMUM ANGLE.

AT 8'-6" MAX.

3. PROVIDE 2X6 COLLAR TIES AT 48" O.C.
OF FRAMING MEMBERS
TRUSSES.

1. PROVIDE R-19 BATT INSULATION IN 2X6 WALLS, R-13 IN 2X4 WALLS,

6. HVAC DUCTS LOCATED IN UNHEATED SPACES SHALL BE INSULATED

4. FLOORS OVER UNHEATED SPACE SHALL HAVE R-25 FOIL BACK
ALL INSULATION. LAP JOINTS 18" MINIMUM.
3. INSTALL 6 MIL POLYETHYLENE VAPOR BARRIER AGAINST INSIDE OF
HEATING DUCTWORK. CAULK ALL OPENINGS IN EXTERIOR WALL
BLANKETS  WITHOUT HOLES FOR ELECTRICAL BOXES, LIGHT FIXTURES OR
2. INSTALL SIDE WALL AND CEILING INSULATION IN CONTINUOUS

MINIMUM R-38 INSULATION IN FLAT CEILINGS AND R-30 BLANKET
INSULATION IN VAULTED CEILINGS, ALLOW 1/2" MINIMUM AIRSPACE
BETWEEN SHEATHING AND INSULATION, FACE FOIL DOWN TO WARM SIDE.

WITH R-8.

5. SLAB EDGE INSULATION R-15.
INSULATION BETWEEN JOISTS.

CONSTRUCTION.

INSULATION NOTES:

7. STAIRS ARE CUSTOM MADE ON SIGHT AND SHALL BE BUILT TO CODE
NOT TO EXCEED 8" RISER.
8. STAIR BALUSTERS SPACING MUST NOT BE LESS THEN 4"

CABLE JUNCTION BOXE LOCATIONS  WITH OWNER 
8. CONFIRM ALL FAN, RECESSED CANS, CABLE,TELEPHONE, & 

   TOGETHER AS PER CURRENT ELECTRICAL

   BY PHOTO CELL EXCEPT AS SHOWN.
2. PROVIDE ONE INCANDESCENT LIGHT
   IN ATTIC AREA AND SWITCH TO WITHIN
   12" OF ATTIC ACCESS.

1.  EXTERIOR LIGHTING TO BE SWITCHED
ELECTRICAL NOTES                 

7. ALL APPLIANCES TO BE WIRED FOR ELEC, & PLUMBED FOR GAS

   CODE. 1 CARBON MONOXIDE DETECTOR PER FLOOR
3. SMOKE DETECTORS TO BE HARD-WIRED

   OUTLETS, GARAGE & EXTERIOR OUTLETS,

5. ALL CIRCUTS TO BEDROOMS MUST HAVE
 ARC FAULT PROTECTION INCLUDING SMOKE DET.

6. ALL EXTERIOR OUTLETS TO BE WATER PROOF GFI

   LAUNDRY SINK, ETC. TO BE G.F.I. PROTECTED.
4. ALL KITCHEN COUNTER OUTLETS, BATHROOM

9. PROVIDE AFCI PROTECTION PER E3802.16 (BEDROOMS, KITCHEN, LAUNDRY AREAS)
10, LIGHTS AT SIDE OF ENTRY DOOR ARE REQUIRED TO BE TEMPERED SAFETY GLASS

FINISH COAT (OPTIONAL)

7/16 SHEETHING

3/8" - 1/2" STUCCO

SILL PLATE
3/8"-1/2" J-WEEP

1"X20 GAUGE STUCCO NETTING
1"X20 GAUGE STUCCO NETTING

FINISH COAT (OPTIONAL)

7/16 SHEETHING

3/8" - 1/2" STUCCO

SILL PLATE
3/8"-1/2" J-WEEP

WEATHER RESISTIVE BARRIER
WEATHER RESISTIVE BARRIER

1.  ALL EXTERIOR LANDINGS NOT TO EXCEED 
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2% SLOPE IN ALL DIRECTIONS
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